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CANNONDALE USA
Cannondale Bicycle Corporation
172 Friendship Road, Bedford, 
Pennsylvania, 15522-6600, USA
(Voice): 1-800-BIKE-USA 
(Fax): 814-623-6173
custserv@cannondale.com

CANNONDALE EUROPE
mail: Postbus 5100
visits: Hanzepoort 27
7570 GC, Oldenzaal, Netherlands
(Voice): + 41 61.4879380 
(Fax): 31-5415-14240
servicedeskeurope@cannondale.com 

CANNONDALE AUSTRALIA
Unit 6, 4 Prosperity Parade,  
Warriewood N.S.W., 2102, 
Australia
(Voice): (02) 9979 5851
(Fax): (02) 9979 5688
cannondaleaustralia@cannondale.com

CANNONDALE JAPAN
Namba Sumiso Building 9F, 
4-19, Minami Horie 1-chome,
Nishi-ku, Osaka 550-0015, Japan
(Voice): 06-6110-9390
(Fax): 06-6110-9361
cjcustserv@cannondale.com

LEVER OPEN

LEVER  CLOSED

CLAMP BOLT

Adjust to set lever action.

Recommended tightening 
torque is 9 Nm, 80 inLbs

SEAT BINDER

Apply  carbon gel
 evenly to seat post 

and inside frame

SEAT POST

PIVOT

SEAT BINDER INSTALLATION & ADJUSTMENT

1. DO NOT APPLY GREASE TO THE SEAT POST.  INSTEAD, APPLY THE SUPPLIED CARBON GEL.  Make sure the gel is 
applied evenly over the entire section of the seat post inserted into the frame.   Also, wipe some gel on the 
inside of the seat tube to ensure good coverage of the gel.  Carbon gel is a type of grease that contains tiny 
particles that greatly improve friction and hold.  Carbon gel is included in the bicycle packaging and is also 
available as Cannondale kit # KF115/.  

2. Remove the seat binder and apply a light fim of regular grease between the seat binder and seat tube opening.  
Also, apply a light film of grease to the lever pivot.  This will improve the clamping force.

3. Place the seat binder onto the frame; make sure the lever clamp bolt is loose, close the lever and insert the 
seat post.  Tighten the lever clamp bolt to 9 Nm, 80 inLbs.

4.  Open the lever and adjust the seat post height.

5.  Recheck the lever clamp bolt tightening torque.  You may need to open and close the lever a few times and 
recheck the torque to make sure the seat binder is operating smoothly and the seat post is secure.

PLEASE NOTE:  Periodically, you should check the tightness of the lever clamp bolt.   Wear and repeated lever use can 
change effectiveness of the clamping force.  Adjust the lever clamp bolt so that when you close the lever by hand the 
seat post will not move.  When tightening the clamp bolt do not exceeding the recommended torque.  

Ask your Cannondale Dealer for help with seat binder installation and adjustment of your Quick.  Please keep this 
supplement with your Cannondale Bicycle Owner’s Manual.  See (http://www.cannondale.com/bikes/tech/.)


